
ETI Elektroelement d.o.o. Obrezija 5, 1411 Izlake, Slovenia     Phone: +386(0)3 56 57 570     Fax: +386(0)3 56 74 077     e-mail: eti@eti.si     www.etigroup.eu981029408 1/2A18.07

Power needs control
SOLID GSX Enclosure system

CP 1-2 K00 M

CP 1.4-2 K00 M

CP 2-2 K00 M

CP 3-2 K00 M

CP 2.2-2 K00 M

Mounting instructionsGB

Montage anleitungDE

Navodilo za montaźoSI

Instrukcje montażuPL

Upute za montaźuHR

Montaźni návodCZ

Navod na montaźSK

Szerelesi utmutatoHU

Montavimo instrukcijaLT

Инструкция за монтажRU

LV

PaigaldusjuhendEST

250 mm

350 mm

500 mm

750 mm

550 mm

Montāžas instrukcija
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CP-PLIER

Screwdriver flat-blade
(Wkrętak płaski)

Hole-position marker
left-down
(Otwór-znacznik pozycji
lewy dolny róg)
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Screwdriver PH2
(Wkrętak PH2)

AS-C 5x10 2,2-3,5 Nm

AST 4.8x9.5 3,0-3,4 Nm

WP-A

LG-V SET

No. Type ETI Name Pcs.

1 LG-V Support 2

2 AST 4.8x9.5 Tapping screw 4

3 AW-RE 5 Washer M5 DIN9021 Zn 2

4 AS-C 5x10 Screw M5x10 DIN7985 Zn 2

WP-U

No. Type ETI Name Pcs.

1 AST 4.8x9.5 Tapping screw 4

WP-U

1

 cover for KVL 00 and MODULAR DIN-RAIL DEVICES
(osłony do KVL 00 i aparatów modułowych)CP X-2 K00 M
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Power needs control
SOLID GSX Enclosure system

16 mod.

PM 1 K00 M

PM 1.4 K00 M

PM 2 K00 M

PM 2.2 K00 M

PM 3 K00 M

10  mod.

9  mod.

5 mod.

1 mod. = 18 mm

No. Type ETI Name Pcs.

1 AS-H 6x16 Screw M6x16 DIN933 Zn 2

2 AW-R 6 Washer M6 DIN126 Zn 4

3 AW-S 6 Washer spring M6 DIN127 Zn 2

4 AN-H 6 Nut M6 DIN934 Zn 2

1

2

2
3

4

1 2

1 2 3

1 2

1

1

A

A

A

A

A

DETAIL A

 

Hole-position marker
left-down
(Otwór-znacznik pozycji
lewy dolny róg)

AS-H 6x16 3,6-6,0 Nm

10

4 mod.

PM ... K00 M


